
CALIFORNIA REGIONAL WATER QUALITY CONTROL BOARD
SAN FRANCISCO BAY REGION

ORDER NO. 88-090
NPDES NO. CA0027952

WASTE DISCHARGE REQUIREMENTS FOR

AMERICAN BRASS AND IRON FOUNDRY
7825 SAN LEANDRO STREET
OAKIAND, AIAMEDA COUNTY

The california Regional water Quality Control Board, San Francisco Bay Region
(hereinafter called the Board) finds that:

1. American Brass and Iron Foundry, hereinafter called the discharger has
applied, by application dated August 11, 1987, for issuance of waste
discharge requirements and a permit to discharge waste under the
National Pollutant Discharge El :ilnination System (NPDES).

2 . The discharger operates a cast iron foundry for the manufacture of cast
iron fittings and pipes. Metals used are obtained from recycling of
automobile engine blocks and other available scrap metals stored on the
site in a scrap storage yard. The foundry is operated 10.5 hours a day,
four days per week, averaging about 250 tons per day of castings. This
facility is in the Metal Molding and casting category operation as
classified by the united States Environmental Protection Agency and is
defined in 40 em 464 as a grey iron foundry.

3. The discharger currently discharges the following wastes:

a. waste 001 consists of non-contact cooling water from the operation
of the furnaces, several air compressors, and well heat exchanger.
The average flow is 723,780 gallons per day. About 12,000 gallons
per day of storrnwater runoff is also discharged with waste 001 at
the southwest corner of the plant into an adjacent ditch which flows
through a storm cul,vert to Elmhurst Creek.

b. waste 002 consists of contact process cooling waters from the
wet dust scrubber and the pipe machines. The average flow is
238,140 gallons per day. This waste is discharged east of the
discharge of waste 001, and also flows into Elmhurst Creek via the
same ditch.

c. All sanitary wastes are discharged to East Bay Municipal utility
District's sewage treatment plant.
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